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Pages Overview and features. 


= An electronic combination lock for military top-secret containers. 


= Self-powered: No batteries required. Turning the dial powers the 
lock. 


o use: A display shows the combination you are dialing 
2 = 6 digits) and symbols. 


id Supervisor-subordinate modes can be 
sombinations required). 
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_ The main parts and how to use it. 


To dial 123456: 

= Turn left (power 
the lock) until 
you see a 
(random) value 
on the display. 

= Continue to turn 
until 12 is shown. 

= Turn right to 34. 

= Turn left to 56. 

= Turn right. “OP” 
will be displayed 
and the lock will 
open. 
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= Basic operation principle. 


1. A generator in the 
dial ring provides 
eeetrical energy as 
WM Ss direction and 
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Motor / gear plate assembly 


Slide drive gear 
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‘* Electrical parameters. 


= Patent No. US6731025 
= Needs to pull AND turn the gear wheel. 
= The motor has 2 electromagnetic coils, 


1.2V Ota24.6ee 17ateR8.9 Hz 
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eo Locked state. Slide 


Relocker 
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‘* A look inside. 


Spindle: 

Hardened Defined 
inserts breaking 
point Generator 
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-** top secret documents. 


Special features have been included to prevent surreptitious 
Opening of the lock, including attempts to extract the combination 
and replace the lock after a destructive attack, for example: 


The software design tries to prevent reverse engineering / 
tracting the combinations (e.g. encrypted internal counters and 
1 generator seeds, changing memory locations). 


ing speed limit to slow down auto-dialers. 
is randomly marked with UV-active paint. 


, body y and the dial / LCD 
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“ top secret documents (continued). 


= Meets U.S. Federal Specification FF-L-2740A, e.g. 
Fail secure against high-voltage, vibration, and R/F. 


' Audit: Counts all openings (cannot be reset). Counts unsuccessful 
pening attempts after 3 incorrect combinations. 


y: 10-14 errors results in a 3 minute time out. 
iter results in a 4 minute time out. 


-OBC) pin prevents removing the back cover 


740A, own investigations. 
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= Manufacturer's Website: 
http://www.kaba-mas.com/a.php?page=x-09 main 


<oraenny | NaNk you! More questions? 


The author can be reached at mh@tosl.org. 


Advertisement: 


Learn more about TOSL — The Open Source Lock at 
www.TheOpenSourceLock.org. 


ot affiliated with the lock manufacturer 
nothing to do with this document. 
iques mentioned in here might 
lerived only from the analysis 
and / or contain errors. The 


